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Abstract A feasibility study of measuring 3D displacement
fields in the bulk during ductile crack initiation via combined
Synchrotron Radiation Computed Laminography (SRCL) and
Digital Volume Correlation (DVC) is performed. In contrast to
tomography, SRCL is a technique that is particularly adapted
to obtain three-dimensional (3D) reconstructed volumes of
objects that are laterally extended (i.e., in 2 directions) and thin
in the third direction, i.e. sheet-like objects. In-situ laminog-
raphy data of an initiating crack ahead of a machined notch are
used with a voxel size of 0.7 μm. The natural contrast of the
observed 2XXX Al-alloy caused by intermetallic particles and
initial porosity is used to measure displacement fields via a
global DVC technique assuming a continuous displacement
field. An initial performance study is carried out on data of the
same undeformed material but after a substantial shift of the
laminography rotation axis with respect to the imaged speci-
men. Volume correlations between different loading steps pro-
vide displacement fields that are qualitatively consistent with
the remote loading conditions. Computed strain fields display a
strain concentration close to the notch tip.

Keywords Aluminium alloy . Digital Volume Correlation .
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Introduction

Fracture toughness of ductile materials is a critical design
parameter and needs to be improved continuously to reduce
the weight of structures for transportation applications [1].
Recent progress in aluminium alloy composition [2] and use
of novel joining techniques such as friction stir welding [3]
allows aluminium alloys to remain candidate materials for
future aircraft generations. Despite the research that has
gone into the understanding of ductile fracture, fundamental
aspects of fracture at low levels of stress triaxiality are still
poorly understood and, e.g., the physical origin of the flat to
slant crack transition of cracks is not fully known [1, 4–6].

In order to gain further insight into damage mechanisms
of metallic materials, in-situ tomography tests may be car-
ried out [7–9] or arrested cracks may be investigated via
tomography [6]. For the study of ductile crack initiation and
propagation a drawback of the tomography technique is the
small match stick-like specimen shapes with cross sections
of the order of 1×1 mm². However, the plastic zone sizes
that may develop in structures in service made of ductile
sheet material may reach sizes of millimetres or even centi-
metres with these boundary conditions. With the recent
progress in synchrotron radiation laminography [10–12] it
has become possible to observe objects that are plate-like,
i.e. extended in 2 directions and thin in the 3rd one. Via this
technique the damage kinetics in a carbon fibre reinforced
(CFR) composite has been observed in-situ [13]. Ductile
crack initiation and propagation in a 2139 Al alloy has been
studied for the first time in 3D and in situ [14] with thin
(1 mm) sheet material with boundary conditions close to
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those of structures in service and close to standard mechan-
ical tests to assess the tearing resistance. The data obtained
in these experiments will be used in the present study.

For the measurement of strain fields during loading of
samples / components made of engineering materials the use
of Digital Image Correlation (DIC) techniques [15] is now
widely practiced. These techniques are based on the registra-
tion of images containing a random texture on specimen
surfaces. The DIC techniques are used in 2D or 3D situations
for the case of stereocorrelation. For measurement of 3D
displacement fields in the bulk using data obtained, e.g., by
in-situ 3D tomography, Digital Volume Correlation (DVC)
has been developed [16–21]. DVC is seen to provide better
results in terms of measurement uncertainty than 3D particle
tracking techniques [22, 23]. In DVC (as in DIC) different
approaches are used, namely, local techniques (e.g. [16–21])
do not require the displacement fields to be continuous from
interrogation volumes to interrogation volumes, while global
techniques generally assume continuous displacement fields
[24]. However, extensions have also been proposed to analyse
discontinuous displacements across cracked surfaces [25, 26].
The technique in its standard version has been successfully
applied to the displacement field measurement of a polypro-
pylene foam in compression. The used 3D images had been
obtained by SRCTwith a voxel size of~5 μm. This approach
has been applied to the 3D displacement field measurement
during fatigue crack propagation in nodular graphite cast iron
[27]. The used SRCT images had a voxel size of~5 μm. The
measured displacement fields could successfully be used to
calculate stress intensity factor values.

In the present study the global DVC approach based on
8-noded cube elements with trilinear shape functions [24,
27] will be used to assess the feasibility of the measurement
of displacement fields during ductile crack initiation in an
industrial 2XXX aluminium alloy [28] observed by 3D in-
situ SRCL. In the first part of the study a performance
assessment is carried out for 2 scans of undeformed material
for which the scan rotation centre has been shifted. The
resolution is determined for different element sizes. Second,
3D laminography images taken at different loading steps are

used for correlation purposes. An updated correlation meth-
od is used as well as a direct correlation using cumulated
displacement results as an initial guess. The correlation
residuals are assessed. Some initial results are given in terms
of displacement and strain fields.

Experiment

Material

The material used for the present study is an AA2139
aluminium alloy for aerospace applications in ductile T3
condition. The mechanical properties of the material in
terms of stress-strain curves and ductile tearing curves are
given in Reference [28]. The intermetallic content has been
determined to be~0.45 vol% and the initial void volume
fraction~0.34 %. The distribution of pores and particles has
been assessed on tomographic data via Feret dimensions of
3D Voronoi cells around pores and particles. An isotropic
average value of the Voronoi cell dimensions of~25 μm has
been obtained. The sheet material has been provided with
3.2-mm thickness and has subsequently been machined
symmetrically to 1 mm thickness. The material processing
directions are the L-(rolling) direction, T-(transverse) direc-
tion and S-(short transverse) direction.

Mechanical In-situ Test

The specimen geometry of the flat notched specimen is
shown in Fig. 1 [14]. The 1-mm thick specimen (60-mm
in width and 70-mm in height) contains a notch that has
been machined by EDM (Electrical Discharge Machining)
resulting in a radius of 0.15 mm. The initial notch length (a)
to width (W) ratio is a / W00.6. The loading has been
applied via opening the notch mouth with a displacement
controlled 2-screw opening device, without measuring the
load level. Stepwise loading has been applied between dif-
ferent laminography scans. The applied total crack mouth
opening displacement (CMOD) for the steps relevant to this

Machined notch

Loading device

Sample(a) (b)

T

LS

10mm

Fig. 1 (a) Sketch of the in-situ
loading setup with 2-screw
loading device and specimen
with dimensions 60×70×
1 mm3. The notch length was
36 mm and its radius 0.15 mm.
The anti-buckling frame is not
shown. (b) Photograph of the
setup
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work were: step 1→CMOD00.5 mm; step 2→CMOD0
0.75 mm; step 3→CMOD01.0 mm. The material is as-
sumed to deform plastically from the first loading step
onwards (it will be proven hereafter). Loading was per-
formed in the T-L configuration. An anti-buckling device
(not shown here) has been mounted around the specimen,
leaving a window for the synchrotron x-ray laminography
close to the notch to prevent the thin sheet from buckling in
the compressive zone. The region of interest for the scan
was close to the notch.

Laminography / 3D Image Details

SR-CT is particularly adapted to imaging of one-dimensionally
elongated objects (i.e., matchstick-like samples) that stay in
the field of view of the detector system under rotation. In
contrast, SR-CL [29] is optimised towards imaging of later-
ally extended (i.e., plate or sheet-like) specimens. For lam-
inography, the rotation axis of the specimen is inclined at an
angle of θ<90° with respect to the beam direction (where
θ090° corresponds to the case of CT). The specimens are
typically turned around the normal vector of the sheet plane
(see Fig. 2).

For plate-like specimens this enables for a relatively con-
stant average X-ray transmission over the entire scanning
range of 360°, which in turn allows for the acquisition of
reliable projection. Using a filtered-backprojection algorithm
[10], a 3D image of the imaged specimen around the rotation
axis is reconstructed from the 2D projections.

Although the sampling of the 3D Fourier domain of the
specimen is incomplete [10], which leads to imaging artefacts,
the latter ones are often less disruptive than those produced by
(limited-angle) CT [30, 31]. Exploiting phase-contrast imag-
ing based on free-space propagation of the wavefield [32, 33]
or on grating interferometry [34, 35], new application fields
related to weakly absorbing / weakly contrasted structures are
opening up [35, 36]. In the present study particular attention
will be paid to the influence of these artefacts on the correla-
tion resolution / performance.

Imaging was performed on KIT’s laminography instru-
ment installed at beamline ID19 [37] of the European Syn-
chrotron Radiation Facility (ESRF, Grenoble, France). An
inclination angle of the specimen rotation axis of about 25°
with respect to the beam normal (θ≈65°) was chosen as well

as a monochromatic beam of 25 keV x-ray energy [14]. The
multilayer monochromator employed for imaging has a very
inhomogeneous beam profile [38] and therefore is prone to
introducing further artefacts (i.e., so-called ‘ring-artefacts’)
that can also be encountered in CT images [39]. Volumes
were reconstructed from 1,500 angularly equidistant radio-
graphs; the exposure time of each projection was 250 ms.
The scanned region was~1 mm3 in volume with a voxel
size of 0.7 μm. The minimum specimen to detector dis-
tance was 70 mm leading to relatively strong edge enhance-
ment [40] due to phase contrast. The resulting strongly
contrasted edges are also expected to contribute to laminog-
raphy artefacts typical for incomplete sampling. For easier
data handling, all 3D images consisting of 32-bit floating
point values were converted into 8-bit grey level 3D images
using the same linear dependence. As the same affine trans-
formation is performed after the reconstruction the grey
value levels between the images were comparable.

The final reconstructed volumes have a size of 2040×
2040×2040 voxels. However, only the voxels where all
projections contribute to the reconstruction exhibit all the
directional information available and show similar noise
statistics. This means that, e.g., the corners of the vol-
umes can be expected not to produce consistent results in
subsequent analysis steps such as DVC applied herein.
In addition, some part of the volume in the through
thickness direction of the sample consists of void space
(i.e., air) as the thickness corresponds to only~1,500
voxels. The influence of the location of the region of
interest (ROI) and its quality on the correlation results
will also be studied herein. Therefore, the specimen was
imaged before and after translation by a given macro-
scopic displacement with respect to the rotation axis
while ensuring that some part is contained in both reconstructed
volumes.

Digital Volume Correlation

The digital volume correlation method used herein is
very similar to the technique described in [24]. It con-
sists in comparing pairs of reconstructed volumes as-
suming the conservation of grey levels. Let f xð Þdenote
the 3D image in the reference configuration, i.e. a 3D
grey-level valued matrix, and g xð Þ that in the deformed

Fig. 2 Schematic views of a
typical CT setup (a) in compari-
son to the CL setup (b) at
synchrotron beamlines with
parallel-beam geometry
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configuration. If the displacement field u xð Þ that relates
both images is found

f xð Þ ffi g xþ u xð Þð Þ ð1Þ
Here a global technique is used assuming continuous

displacement fields similar to finite element calculations
[41]. Using a specific displacement basis Ni xð Þ , the dis-
placement field is decomposed as

u xð Þ ¼
X

i

ai N i xð Þ ð2Þ

The grey level conservation (1) is considered in its weak
form. The objective functional Φ2 needs to be minimized

Φ2 af gð Þ ¼
Z

ROI

f xð Þ � g xþ ai Ni xð Þð Þ½ �2dx ð3Þ

with respect to the unknown degrees of freedom ai gathered
in vector af g . This nonlinear minimization procedure is
carried out via a modified Newton scheme in which the

linearized functional Φ2
lin is minimised iteratively when

a finite-element formulation is assumed (i.e., the func-
tional is evaluated over a discretization consisting of various
elements Ωe)

Φ2
lin daf gð Þ ¼

X

e

Z

Ωe

f xð Þ � bg xð Þ � daei N i xð Þ:r f xð Þ� �2
dx

ð4Þ
with respect to the corrections daf g of vector af ggathering all
nodal displacements daei , wherebg is the current estimate of the
3D image in the deformed configuration corrected by the
displacement field. The optimisation of the quadratic func-
tional (4) leads to the following linear system

M½ � daf g ¼ bf g ð5Þ
with the elementary matrix and vector defined by

Me
ij ¼

R

Ωe

r f :Nið Þ xð Þ r f :Nj

� �
xð Þdx

bei ¼ R

Ωe

f xð Þ � bg xð Þ½ � r f :Nið Þ xð Þdx ð6Þ

where bg xð Þ ¼ g xþ ui xð Þð Þ , and ui is the estimate of the
displacement field at iteration i. A multiscale approach is
implemented to allow large displacements to be measured
[41]. The convergence of the iteration scheme is measured
in terms of the mean displacement increment between two
consecutive iterations. When small displacements are sought,
typical values are 10−4 voxel. When (very) large displace-
ments occur, this value is increased tenfold.

In a finite element based DVC approach, as is the case in
the present analysis with C8 elements (i.e., 8-noded cubes
with trilinear displacement interpolation), the only parameter

the user has to choose is the element size ‘ (i.e., each element
contains ‘ 3 voxels). With a structured mesh, this size is
identical everywhere. The choice of the element size will be
guided by the evaluation of measurement uncertainties in the
next section. It will be shown that 16-voxel elements provide
a good compromise between measurement uncertainty and
spatial resolution.

To measure large displacements, which will occur in the
present case, the following steps are considered in addition
to the multiscale approach. A first run is performed in
which, for a series of reconstructed volumes, the reference
configuration is updated for each new displacement mea-
surement, namely, the scan in the deformed configuration of
step n becomes the reference scan of step n + 1 (i.e., a purely
incremental assessment). To get the total displacement field,
the incremental displacement fields are cumulated. Since the
various ROIs used in the previous approach do not neces-
sarily coincide, the measured displacement increments are
interpolated by using the chosen shape functions so that a
unique mesh is considered, namely, that of the ROI in the
reference configuration of the first step. A Lagrangian esti-
mate of the displacement field is obtained by following this
procedure. The advantage of such an analysis is that very
large displacements can be measured. The drawback is that
measurement uncertainties are cumulated. Therefore it is
proposed to use this first estimate of the measured displace-
ment as initialization of a new analysis in which the refer-
ence scan is always the same. This final procedure just
consists in small corrections to the initial guess.

Correlation Residuals

In order to assess the quality of each correlation the residual
needs to be assessed. It is a local estimate, i.e. at each voxel,
and also a global one. The (global) correlation residual η is
defined as the mean absolute difference between the reference
and the corrected deformed image scaled by the dynamic
range of the reference image Δf (in the case of 8-bit images
this dynamic range of the image is typically 256)

η ¼ 1

ROIj j
Z

ROI

f xð Þ � g xþ u xð Þð Þj j
$f

dx ð7Þ

The value at convergence reaches levels of the order of a
few percent when the registration is successful [41]. One of
the reasons for which the residuals never tend to zero is
associated with the fact that the grey level conservation is
never strictly satisfied because of acquisition noise and
reconstruction artefacts. One source of noise is linked to
artefacts on the optical path such as defects on the monochro-
mator, scintillator or detector that result in ring artefacts.
The beam intensity may also change between several
scans resulting in a change of average grey levels. As
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for laminography the 3D Fourier domain of the specimen
is not sampled completely, additional artefacts arise com-
pared to tomography [10].

In the analyses of experimental scans, three different
correlation residuals will be compared. First the raw differ-
ence f xð Þ � g xð Þ, or initial discrepancy, which is given when
no displacement (i.e., u xð Þ ¼ 0 ) is assumed. Second, the
difference between the reference volume and the deformed
volume for which a rigid body translation (i.e., u xð Þ ¼ u0) is
assumed f xð Þ � g xþ u0ð Þ. This is the very first step of the
correlation analysis to reposition the ROI of the volume in
the deformed configuration with respect to the ROI in the
reference configuration. Last, the correlation residual at the
end of the correlation procedure f xð Þ � g xþ u xð Þð Þ. Except
when displacement and strain amplitudes are very small, the
initial residual is expected to be higher than that after a first
rigid translation correction, the latter being itself larger than
that at convergence. If this condition is not satisfied, the user
should pay attention to the results as they are likely to
correspond to an unconverged situation.

Results

Performance Assessment

To assess the displacement and strain resolutions1 of the
DVC technique that are linked to the noise and artefacts of
the laminography technique an analysis of 2 scans of the
same ROI of the undeformed specimen has been carried out.

The location of the rotation axis, however, has been moved
by~800 μm (this procedure will definitely introduce more
noise and artefacts than scanning the identical location twice
without shifting the rotation axis). Figure 3 shows 2D sections
at mid-thickness of the 2 scans of the undeformed material
with shifted scan centre. The locations of the regions of
interest for which correlations are performed are also shown.

Figure 4 shows 2D sections of the two scans of the unde-
formed material in the through thickness plane normal to the
subsequent crack propagation direction. In this through thick-
ness direction 3 different regions have been assessed, namely,
left - centre - right.

The correlations have been carried out with an element
size ‘016 voxels and a convergence criterion of 10−4 voxel
in terms of mean incremental displacement. Since a finite-
element based global approach is used, the spatial resolution
is equal to twice the element size ‘ for inner nodes since they
are shared by 23 elements.

Correlation residuals

Figure 5 shows the three values of the correlation residuals
for the nine analyzed ROIs. In all the analyzed cases, the
initial discrepancy (mean value: 4.8 %) is significantly
higher than the final discrepancy (mean value: 4.2 %). The
discrepancy after translation corrections has a mean value
(4.4 %) that is close to the final value. This result indicates
that the main correction is a rigid body translation. This is to
be expected from the construction of scans 0a and 0b. The
mean level of the final discrepancies is very important to
assess, since it will be the reference when subsequent corre-
lations are run. Any result leading to a final discrepancy of
the order of 4.2±0.3 % can be deemed trustworthy.

Resolutions

The displacement resolution is estimated as follows. The mea-
sured displacement field is interpolated by a linear field of all
the space variables. When using this procedure, small rotations
are accounted for. Since the exact value of the rigid body
motion prescribed to the sample is unknown, the resolution is
estimated from the difference between the measured and inter-
polated displacement fields. The RMS average of the difference
between themeasured and interpolated displacement field gives
an estimate of the standard displacement resolution σu for each
displacement component. Figure 6 shows the results for the
different ROIs. First, the smallest value of the resolution is of
the order of 0.3 voxel. This level is high compared with those
observed in CT conditions (i.e., 0.1 voxel or less for the same
element size [43, 44]). Second, the displacement uncertainty in
the through-thickness (z)-direction (i.e., along the rotation axis)
appears to be higher than in the two in-plane directions. If this is
not specific to the material/scanning conditions, it can be
explained by the missing spatial frequencies and reduced reso-
lution of laminographic scans along the rotation axis. Last, the
ROI2s (left, centre, right) lead to systematically lower displace-
ment resolutions as compared to ROI1s and ROI3s. This result
was expected, namely, only the voxels where all projections
contribute to the reconstruction exhibit all the directional infor-
mation available and show similar noise statistics.

Let us note that these conclusions are a priori only valid
for the studied texture, which is very difficult since the
volume fraction of markers is very small. In particular, to
compare the metrological performances to be expected with
SRLC compared with CT, the same texture should be com-
pared. Some additional studies are therefore needed to con-
firm the present result and trend, in particular with different
materials (i.e. textures).

By using the same measured displacement field, the
strain resolution is estimated as follows. First, the mean
displacement gradient is computed in each element by using
the interpolation function of C8 elements [43]. The mean

1 The resolution of a measuring system is the ‘smallest change in a
quantity being measured that causes a perceptible change in the
corresponding indication’ [42]. With this definition, high resolution
levels do not allow small fluctuations to be measured.
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value and the standard deviation of each normal strain
components are then assessed over each analyzed ROI.
The mean value is one order of magnitude less than the
standard deviation. Consequently, only the latter is reported
herein. Figure 7 shows the results obtained for the 9 ROIs.
The same trends as those observed for the displacement
resolution are found, in particular concerning the lower levels
for the ROI2s. The minimum value of the strain resolution is
of the order of 1 %. Consequently, only large strain levels can
be evaluated under the present conditions.

The standard displacement σu and strain σε resolutions
are related by [44]

σ" ¼ a
σu

‘
ð8Þ

where α is a dimensionless constant that depends on the
type of correlation algorithm (i.e., local or global [45]).
Figure 8 shows the correlation between the standard strain
resolution σε and the normalized displacement resolution

Machined notch

Scan rotation centre
Overlapping area

Void (used as reference for ROI)

T

LSCrack growth direction

(a) (b) 
Intermetallic particle

x

y

ROI1 

ROI2 

ROI3 

ROI1 

ROI2 

ROI3 

~
1400

µm
Fig. 3 2D section of recon-
structed laminography scans at
mid thickness showing the loca-
tion of the extracted volumes
(500×280×600 voxels) in black
and ROIs (384×192×448 voxels)
in white for (a) the initial scan
(0a) of undeformed material
around the notch and (b) the scan
(0b) after a shift of the scan centre
by 0.8 mm / rigid-body-motion
of the specimen

Specimen border

~
1400

µm

T

SL

X

Z
ROI1 

ROI3 

ROI2 

Left Centre Right

ROI1 

ROI2 

ROI3 

Left Centre Right
(a) scan 0a (b) scan 0b Fig. 4 2D sections of recon-

structed laminography scans in
the through thickness plane
(containing the reference fea-
ture) showing the locations of
the noise assessment of the un-
deformed material for (a) scan
0a and (b) scan 0b, Thick lines
indicate numerically extracted
volumes. Extracted volumes left
and right are shown in blue. Thin
lines indicate ROIs for correla-
tions (ROI1 and ROI3 lie in an-
other geometrical plane than that
shown)
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σu / ‘ for all the data of Figs. 6 and 7. A linear interpolation of
the results leads to a value of 0.63 for constant α.

Up to now, only one element size was considered, namely,
‘ 016 voxels. In the following analysis, the element size is
changed but only one ROI is considered (i.e., ROI2 centre).
The three correlation residuals at convergence are found to be

virtually identical (to within 0.01 %). This result indicates that
the kinematic basis associated with each discretization is able
to capture the actual displacement field. The standard dis-
placement resolution as a function of the element size is given
in Fig. 9. The classical compromise between displacement
resolution and element size (proportional to the spatial reso-
lution) is observed, namely, the larger the element size, the
smaller the displacement resolution. A power law interpola-
tion (lines in Fig. 9) is a good approximation of that trade-off.

Fig. 5 Three correlation residuals as functions of the studied ROIs for
the rigid-body-motion/resolution analysis (‘016 voxels)

Fig. 6 Standard displacement resolutions along the three directions as
functions of the studied ROI for the rigid-body-motion/resolution
analysis (‘016 voxels)

Fig. 7 Standard strain resolutions along the three directions as func-
tions of the studied ROI for the rigid-body-motion/resolution analysis (
‘016 voxels)

Fig. 8 Standard strain resolution as a function of normalized standard
displacement resolution for the resolution analysis (‘016 voxels). The
dashed line corresponds to the prediction of Equation (8) with a
constant α00.63
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The change of the standard strain resolution with the ele-
ment size is shown in Fig. 10. It decreases faster with the
element size when compared with the displacement resolution
(Fig. 9). This is to be expected from the result of Equation (8).
The compromise between strain resolution and element size is
also described by a power law (lines in Fig. 10). The levels
along the z-direction are systematically higher than those in
the other two directions. The reason is identical to what is
observed for the displacement resolutions.

In Fig. 11, all the previous results are gathered by defin-
ing a normalized strain resolution as ‘σ"=σu. For the first six

element sizes, a mean value of 0.59 is found. By following
the developments of [46], it can be shown that the standard
strain resolution of inner nodes of a C8 mesh is related to the
standard displacement resolution by

σ" � 0:58
σu

‘
ð9Þ

This result is in very good agreement with what is observed.
For the largest element size, there is a clear deviation from
this analysis. This is due to the fact that there are not so
many inner nodes in the chosen ROI. Consequently, the
influence of nodes belonging to any external boundary
becomes more pronounced. For these nodes the displace-
ment and strain resolutions increase. Their ratio, however,
decreases and, for instance, for corner nodes it becomes

σ" � 0:36
σu

‘
ð10Þ

The same trend was observed for Q4 elements in 2D-DIC
[46]. This effect induces a decrease of the mean normalized
strain resolution from 0.59 to 0.56. Consequently, a first order
estimate of the strain resolution, which is an upper bound, is

σ" � 0:6
σu

‘
ð11Þ

This performance analysis allows us to conclude that dis-
placement fluctuations less than one voxel cannot be assessed
with 16-voxel elements. Similarly, strain fluctuations of the
order of a few percent and less cannot be captured. If larger
elements are chosen (i.e. a coarser mesh), fewer local fluctua-
tions are accessible (e.g. strain localisation). The key point is to
use small elements, but not too small. Otherwise the

Fig. 9 Standard displacement resolution for different element sizes
when ROI2 centre 0a is correlated with ROI2 centre 0b. The straight
lines correspond to power law interpolations of the results

Fig. 10 Standard strain resolution for different element sizes when
ROI2 centre 0a is correlated with ROI2 centre 0b. The straight lines
correspond to power law interpolations of the results

Fig. 11 Normalized normal strain resolutions along the three analysed
directions vs. element size when ROI2 centre 0a is correlated with
ROI2 centre 0b. The dashed lines show average values over 6 or 7
values
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measurement uncertainties will be too high. This is the trade-
off the user is faced with (Figs. 9 and 10).

Correlation Between Different Loading Steps: Displacement
and Strain Measurements

In this part the correlations for scans between different
loading steps are performed. Figure 12 shows 2D sections
of reconstructed laminography data at mid thickness for
loading steps 1 and 3. The ROI for correlation is indicated
on the different sections.

Used parameters

The correlation analyses have been carried out with an
element size of 16 voxels and a convergence criterion of
10−4 voxel in terms of incremental mean displacements
between two successive iterations. This is a good compro-
mise between standard displacement and strain resolutions
and the element size (Figs. 9 and 10). The numerically
extracted volume has a size of 600×900×300 voxels in
which a ROI of 480×784×176 voxels was used.

Direct correlations

Direct correlations (i.e., with no reference update) have been
carried out to register the undeformed state directly with the
different loading steps. The results are shown in Fig. 13. The
correlation residuals at convergence slightly increase. The
direct correlation between scan 0b and scan 3 cannot be

carried out without further information as the correlation
diverges (i.e., the correlation residuals at convergence did
not reach similar levels as for the previous cases). The dis-
placements and the displacement gradients are too large to be
determined from a direct correlation with no initialisation.
Therefore, updated correlations have been carried out. Fur-
thermore, it is worth noting that the correlation residuals at
convergence remain of the same order of magnitude even if
the displacements do not remain very small. The fact that a
stable value is observed gives confidence in the results
obtained in the analyses up to the scan 2. Their level is very
close to those observed in the resolution analysis, namely of
the order of 4.2 % (Fig. 5). Therefore, the results are deemed
trustworthy. It can be noted that there is a clear gain when the
initial discrepancies are compared with the final ones. It shows
that a complex displacement field develops within the sample.
This is confirmed by the fact that the discrepancy associated
with a rigid body translation remains close to the initial one.

Updated correlations

Updated correlations as defined above have been carried out
successfully. The results of the analyses in terms of correla-
tion residuals are shown in Fig. 14. Even though there are
large fluctuations of the initial discrepancies and those as-
sociated with a rigid body translation correction, the levels
at convergence are almost constant for all the analyses and
very close to those observed when no mechanical load was
applied, namely of the order of 4.2 % (Fig. 5). The measured
displacement increments are therefore deemed trustworthy.

ROI for DVC analyses T

LSX

Y

(b)

~
1400 µm

 =
 2000 voxels

(a)

Fig. 12 2D sections of reconstructed laminography data at mid thickness showing the location of the extracted volume (600×900×300 voxels) in black
and the ROIs (480×784×176 voxels) in white for the correlation between the different loading steps (a) 1st loading step (b) 3rd loading step
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The results of the updated correlations in terms of displace-
ment field are then cumulated to determine the displacement
fields using the undeformed state as the unique reference
volume.

Direct correlation with cumulated updated results as initial
guess

For one of the correlation analyses between the reference
state (0b) and loading step 3 a direct correlation has been
carried out using the cumulated displacement field as an

initial guess. The direct correlation without further informa-
tion was not possible (Fig. 13). This direct correlation using
supplementary information has been carried out successfully
as it can be seen in the following results (Fig. 14). It may
limit errors in the determination of the displacement field
that may occur by cumulating displacement fields from
updated correlations. The same is true for loading 2, even
though an update is not needed.

Residuals

Figure 14 shows the results in terms of correlation residuals
for the scans of the undeformed material as discussed in
previous sections and the results of updated correlation, i.e.
correlation between loading step n and n+1. Initial and
translated discrepancies as well as the final discrepancy are
shown. Significant fluctuations between the initial discrep-
ancies are seen, which may partly be linked to the manual
determination of the position of the reference feature. The
discrepancy after translation corrections, however, follows
the same trend as the initial discrepancy indicating that most
of the differences may actually be due to real relative dis-
placements of the material (i.e. microstructural features) due
to the loading resulting in large differences when comparing
the images directly.

In addition, the initial and translated discrepancies for the
correlation of the scans of the undeformed material are
substantially lower than for the correlation between scans
of different loading steps. In contrast, the correlation resid-
ual at convergence shows very little fluctuation for the
different correlations and is always close to the values that
have been obtained in the resolution analysis. This result is
encouraging as it implies that even for correlations with a
high value of initial and translated discrepancies, the value
at convergence is close to that induced by the noise that is

Fig. 13 Initial, translated and final discrepancies for different loading
steps when no update is performed in the correlation analysis

Fig. 14 Initial, translated and
final discrepancies. On the left:
correlation of scans of the unde-
formed (0a to 0b) material and
updated correlations between the
different loading steps (0b–1,
1–2, 2–3). On the right: same
analyses using the cumulated
displacement fields obtained in
the updated analysis as initial
guess
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intrinsic to the technique/the used settings. In other words
it implies that the determinations of the displacement field
have been performed accurately and that the results are
trustworthy.

On the right side of the graph (Fig. 14) the results for a
direct and initialized correlation are shown. The correlation
residuals at convergence are very close to the values ob-
served with an incremental approach, themselves of the
same order of magnitude as in the resolution analysis,
namely of the order of 4.2 % (Fig. 5). The fact that they
do not deteriorate significantly indicates that accurate results
are obtained for large strains. This result validates the new
correlation procedure implemented herein.

Figure 15 shows the fields of final discrepancies for the first
and third loading steps. For the first loading step, the field is
uniform over the whole ROI. This is no longer the case for the
third loading step for which void nucleation and possibly void
growth/void shape changemay occur. This phenomenon leads
to a field that becomes heterogeneous, even though its mean
value only slightly increases (Fig. 14).

Displacement fields: initial results

Figure 16 shows correlation results in terms of displacement
fields (expressed in μm) for analyses between the unde-
formed state with the first loading step, and the undeformed
state with the 3rd loading step. Correlation 0b to loading
step 3 is also a direct analysis using the cumulated displace-
ment field from the updated correlations as an initial guess.
The displacement field in x-(loading) direction is smooth
and consistent with the loading configuration in the x-direc-
tion, namely, an elongation is detected in this direction. The
displacement increases with the loading level (Fig. 16(b)).
The displacement gradient in the x-direction is more pro-
nounced for the region close to the notch (on the left of the
block) than for the region that is farther away from the notch
(on the right of the block). In the z-(through-thickness)
direction a contraction of the material is detected, which is
also consistent with the loading configuration (Fig. 16(c)
and (d)). The measured contraction is higher close to the
notch (on the left, y0800 voxels) than farther away from the

notch (on the right, y00), which is to be expected from
stress/strain concentrations close to the notch tip. Some
heterogeneity of the displacement field on the left side close
to the notch is observed, which will need further analyses to
be fully understood. After 3 loading steps, the same features
of displacement heterogeneities are observed.

Figures 16(e) and (f) show the displacement fields in the
y-(crack propagation) direction. In that direction a contrac-
tion of the materials is also measured, which is in line with
the loading direction. The magnitude of the displacement in
y and z directions is smaller than that in the loading direc-
tion, which is consistent with volume conservation associ-
ated with plasticity. The displacement amplitudes and the
strains being very large along the z-direction (Fig. 16),
updated analyses were necessary because the thickness of
the analysed ROI is equal to 176 voxels (i.e., only three
coarse-graining steps could be performed). Consequently,
for these large displacement and strain amplitudes, an initi-
alisation is needed if a Lagrangian analysis is sought.

Even though the displacement resolution associated
with laminography is significantly larger than that ob-
served in CT, it does not bias too much the reported
results since the displacement amplitudes are at least one
order of magnitude larger. The same conclusion would not
have been possible had the behaviour of the studied
material remained elastic.

Strain fields: initial results

Figures 17(a,b) show normal strain fields (εxx in loading
direction) that have been derived from the displacement
fields for correlation between the undeformed material and
loading step 1 and the undeformed material and loading step
3. A gradient in strain is seen from the location close to the
notch (on the left) to the location farther away from the
notch and at mid height, which is consistent with the stress /
strain concentration in the vicinity of the notch. The strain
field is more heterogeneous than the displacement field. In
some locations high strain levels are located next to low
strain levels. Further assessment will be needed to clarify the
exact origin of these heterogeneities. With increasing load

Fig. 15 Correlation residual
field at convergence (expressed
in grey levels) for a direct corre-
lation between scans 0b and 1
(left), scans 0b and 3(right), the
left side of the box was adjacent
to the notch (see Fig. 12)
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the strain level also increases. It is believed that the origin of
strain heterogeneities are mainly related to plasticity and not
to measurement uncertainties since their order of magnitude
is significantly higher than the latter ones (i.e., of the order
of 0.01, Fig. 10). Additional scans related to larger CMODs
need to be analysed to confirm this hypothesis.

Discussion

In this paper, an initial assessment of the feasibility of
displacement and strain field measurements using DVC of
laminography data of ductile crack initiation in an industrial
Al-alloy has been conducted. It shows promising results

x
y

z

Displacement field inx directionin µm

Displacement field inz directionin µm

Displacement field iny directionin µm

Edge adjacent to notch

(a) (b) 

(c) (d) 

(e) (f) 

Scan1 / scan 0b Scan3 / scan 0bFig. 16 3D Displacement fields
(expressed in μm, in a volume of
480×784×176 voxels b¼
336 μm×549 μm×123 μm) for
direct correlation between scans
0b with 1, and 0b with 3
respectively for: (a) and (b)
displacement field in x-(loading)
direction, (c) and (d) displace-
ment field in z-(though thick-
ness) direction, (e) and (f)
displacement fields in y-(crack
propagation) direction, the left
side of the box was adjacent to
the notch (see Fig. 12)

Min: 0.0      Max: 0.12 

Scan 3 / scan ObScan 1 / scan 0b

x

y

Min: 0.0    Max: 0.31 

εxxFig. 17 2D section of the strain
fields (field size 464×768×160
voxels b¼ 325 μm×538 μm×
112 μm) for εxx strain at the
mid-thickness of the ROI for
direct correlations between: (a)
Scan 0b and 1, (b) Scan 0b and 3
(the cumulated displacement
field from updated correlations
has been used as an initial guess)
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even though the measurement resolution is not equivalent to
what is observed with computed tomography data. The
influence of the noise/experimental conditions on the dis-
placement resolution and strain resolution was analysed.
The influence of the shift of the rotation axis between the
different scans has been assessed. It leads to displacement
resolutions in the decivoxel range, and strain resolutions of
the order of 1 % for 16-voxel C8 elements. These values
were obtained for the studied material (i.e., with a very small
content of microstructural markers) and are not necessarily
generic for laminography. This point needs more analyses
with different materials exhibiting different microstructural
features (e.g., different void/particle volume fractions).

For the particular case of ductile fracture the influence of
damage evolution on the correlation residuals should be
assessed further to identify the strain/damage state up to which
a measurement can be made. From a material science and
fracture mechanics point of view, there is a vast amount of
data to be gathered once the measurement technique is vali-
dated. For instance, the actual strain fields during crack initi-
ation can be measured and interactions between damage and
strain fields assessed in more details. These measurements can
then be compared to FE modelling results.

Conclusions

In this study, synchrotron laminography has been used in
combinationwith digital volume correlation (DVC) tomeasure
displacement fields during ductile crack initiation in a com-
mercial Al alloy. Synchrotron laminography is a technique
particularly adapted to study objects that are extended in two
directions and thin in the third one at a micrometre resolution.
This represents a major advantage over computed tomography
when the crack initiation and propagation in sheet material is to
be studied since using laminography boundary conditions
closer to engineering applications can be applied. The contrast
used to determine displacement fields is natural, namely, due to
initial porosity and intermetallic particles present in the mate-
rial at a very small volume fraction.

A first resolution assessment of the measurement of 3D
displacement and strain fields has been performed using
scans without applying any load to the specimen. The effect
of a shift of the rotation axis (with respect to the specimen)
of the scan on correlation residuals for the undeformed
material has been carried out for a value of more than half
the size of the reconstructed volume. The correlation resid-
uals for different regions within the scan have been carried
out showing that the best correlation results in terms of
measurement uncertainty is obtained for zones that are
contained in a radius of~0.7 mm from the scan rotation axis
for both scans. The effect of element size on measurement
resolution has been performed showing poorer resolutions

than for computed tomography, yet sufficient to analyse
kinematic fields associated with plasticity.

For the correlation of the scan of the material between
different loading steps, various analyses have been performed:

& The different correlation residuals have been calculated
for the updated analyses. The residual at convergence is
similar to that obtained for the correlation of unde-
formed material scans, thereby indicating that the incre-
mental correlation results are trustworthy.

& For the first time, direct correlations have been carried out
between loading steps that are large using the cumulated
displacement field as an initial guess. The residual at
convergence is close to the results of the updated correla-
tions and the correlation of scans of the undeformed
material. This result indicates that the procedure yields
trustworthy results.

& The measured displacement fields are in agreement with
the loading configuration showing elongation for one
direction and contraction along the 2 others. There is a
gradient in displacement in the region close to the notch to
the region farther away from the notch, which is consistent
with the stress/strain concentrations expected to occur
around the notch tip.

& The strain field shows heterogeneous values that are
higher close to the notch than farther away.
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